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Meets EPA Tier 4 Regulations
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Customized to Client's Specifications
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Guaranteed Long-Life Construction
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é:&.s 5 E-POD Emission Reduction Results

Tier1 Tier 2 Tier 44 Tier 4B E-POD
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Reduces:
- NOx up to 95
- PM over 859
-HC upto €




E-POD™ Emissions Reduction Summary

Fuel NOx CcO HC PM
ULSD (<15 ppm S) 90-95% 90-95% 90-95% Over 85%
Biodiesel (<15 ppm S) 90-95% 90-95% 90-95% Over 85%
ULSD (<15 ppm S) 90-95% 80-95% 80-95% Over 20%
Biodiesel (<15 ppm S) 90-95% 80-95% 80-95% Over 20%
Natural Gas (<50 ppm S) 90-95% 80-95% 80-95% N/A
Results are fuel dependent and may vary with application.
System Components:
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All in one easy-to-install package!
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11 Reasons to Choose the E-POD™

1. Meets Tier 4b-Final Standards
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2. Reduces Multiple Emissions
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3. Operates Under Wide Exhaust Range
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4. Easy to Install
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5. Monitors Emissions
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6. Fits in Available Space
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7. Catalysts are Non-Toxic
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8. Upgradeable Design
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9. Reduces Noise
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10. Customized to Client Needs
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To submit an online Request for Pricing, go to:
www.cleanairsys.com/rfp.asp

E-POD™ custom designed to fit inside of trailer,
above generator, low-profile.

E-POD™ installed inside trailer on left, compared
to competitor’s bulkier SCR system installed on top
of trailer on right. E-POD™ is virtually invisible
when viewing the outside of the trailer.

CleanAlR’s E-POD™ installed as a drop-in unit,
view from roof of generator trailer.
Unit is flush with trailer roof.
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